
No.:B-15M0004F

Date of issue:Jan. 16, 2020

Battery Pack  BTR series

BTR-09A BTR-10 BTR-11 BTR-11A BTR-15

Photo

Battery
charger 

ADC-18 - - - -

Battery 
charge cord

DCC-18 - - - -

AC adaptor 
for charger

- ADC-19A ADC-19A ADC-19A ADC-20

AC power 
cord for 
charger

-
ACC-08,09,10,11,

or12
ACC-08,09,10,11,

or12
ACC-08,09,10,11,

or12
ACC-14,15,16, 

or17

Type
Li-ion

（Lithium-ion）
Li-ion

（Lithium-ion）
Li-ion

（Lithium-ion）
Li-ion

（Lithium-ion）
Li-ion

（Lithium-ion）

Use for
(No. of 
splicer 
operation)
*Splicing/
tube heating

70S,70S+
(200 cycles)

12S
(100 cycles)

22S
(200 cycles)

41S
(200 cycles)

90S
(300 cycles)

70R,70R+
(110 cycles)

12R
(100 cycles)

21S
(200 cycles) -

90R16
(130 cycles)

19S,19S+
(180 cycles)

- - -
90R12

(165cycles)

19R,19R+
(140 cycles)

- - -
90R4

(210 cycles)

Go to the next page

BTR-12A

Photo

Battery charger -

Battery charge
cord

-

AC adaptor for 
charger

ADC-09A

AC power cord 
for charger

ACC-08,09,10,11,
or12

Type
Li-ion

（Lithium-ion）

Battery 
capacity(Numbe
r of jacket 
stripping)

RS03
(600 times at Eco 

mode) 

-

-



Battery Pack BTR series

BTR-09 BTR-10 BTR-11 BTR-11A BTR-15

Photo

Output voltage 14.4V 14.8V 14.4V 14.4V 14.4V

Battery capacity 4.0Ah 2.0Ah 3.4Ah 3.4Ah 6.4Ah

Expected battery 
cycle life

Max. 500
cycles

Max. 500
cycles

Max. 500
cycles

Max. 500
cycles

Max. 500
cycles

Battery capacity 
indicator

Available with 
4-step LED

Available with 
monitor of the 

splicer

Available with 
monitor of the 

splicer

Available with 
monitor of the 

splicer

Available with 
4-step LED

Operating 
condition

-10 to +50 degree C/
0 to 95%RH non-condensing

Dimension
132W x 117D

x 38Hmm
108W x 69D

x11Hmm
83W x 66D
x 19Hmm

83W x 66D
x 19Hmm

148W x 125D
x 23Hmm

Weight 0.56kg 0.17kg 0.20kg 0.20kg 0.57kg

BTR-12A

Photo

Output voltage 7.2V

Battery capacity 1.8Ah

Expected battery 
cycle life

Max. 500 cycles

Battery capacity 
indicator

Available with 
monitor of the 

splicer

Operating 
condition

-10 to +50 
degree C/
0 to 95%RH 

non-condensing

Dimension
58W x 48D
x 21Hmm

Weight 0.08kg
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