
SRA 50: 24 Pcs.
SRA 110: 18 Pcs.
SRA 125: 22 Pcs.
SRA 140: 20 Pcs.

SRA 50:
SRA 110: L = 80 +/- 0,8
SRA 125:
SRA 140:
SRA 50:
SRA 110:
SRA 125:
SRA 140:

gabo Systemtechnik GmbH Phone 0049 (0)9962 950 200 Editor: PW
Am Schaidweg 7 Fax 0049 (0)9962 950 202 Release: MK
94559 Niederwinkling info@gabocom.de Edition: 14.11.2011
Germany www.gabocom.de

© 2011 gabo Systemtechnik GmbH, all rights reserved Page 1/1

mm

Sealing Sand-tight

L = 113 +/- 1,0

L = 60 +/- 0,7

Package unit

Protective pipe sealing - SRA 50 / SRA 110 / SRA 125 / SRA 140

Description The flexible protective pipe sealing SRA ensures a sand-tight connection of
the speedpipe-bundle ground to the distribution box.

Dimension

L = 113 +/- 1,0

mm

Technical data sheet for:

SRA

Unit
Technical data

Quality Value

General data
Item

No responsibility is taken for the correctness, currency and completeness of details and information. 
Liability for damages is excluded.                                              

gabocom is certified by the quality system following DIN EN ISO 9001:2008

Material PolyEthylen PE

Exchange area

Ø = 40 - 50
Ø = 99 - 110
Ø = 110 - 120
Ø = 125 - 134,5


